
 

To: 
From: MetallRent Ltd.   
 

              Commercial offer       

Company offices are located in St. Petersburg and Tallinn. 
Payment invoice are issues according to your location. 
Experienced repair staff speaks tolerable English. 
To perform the work we have all the necessary equipment, tools and qualifications. 
Send your application for work to e-mail   6434057@gmail.сom 
Phone Tallinn             + 372 55 92 3030 
Phone St-Petersburg  +7 965 747 47 27 
 

    We carry out repairs, restoration, and produce of new 

threaded holes in the moveable and stationary platens of 

plastic injection moulding machines (two-platen hydraulic 

locking assembly).  

The whole complex of works is carried out using portable 
equipment directly on the moulding machine. 
The customer determines the technological period there being 
repaired during which our specialists perform these works. 

 
 

        
 Type of repair and restoration of holes in the plates 

 

Rebuilding a threaded hole using a threaded bushing. 

1. Countersink and drill an existing hole with a large 

diameter. 

2. Tapping in the drilled hole. 
3. The manufacture of threaded inserts by the drawing. 
4. The threaded insert twisted into a threaded hole with a 
special anaerobic sealant Loctite 270. The inner threads 
corresponds to of the bolt for fixing the molds. 
In the future, unscrewing the threaded insert is impossible. 
Threaded fittings are our production from high quality, high-
strength steels. Steel grades (DIN): 13Mn6; 9MnSi5; 1.0503; 
1.1191 or quality analogs. 
 
 

 
Restore the existing thread profile. 

 
Passing existing holes with a tap of the same size as a 
threaded hole. 
After performing this operation, the cone of the existing 

threads is restored. 
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Producing a new threaded holes. 

Perhaps to install a new form, you decided to make new holes 

in the plates of the injection-moulding machine. The markup 

and execution of the new threaded hole carried out using 

portable equipment directly on the moulding machine. 

 

 

 

 

Features of the use of deformed threaded connections. 

When tightening the mold mounting bolt into a threaded hole with a deformed (not having an 
equilateral triangle geometry) profile, the thread on the bolt gets damaged. Also, the thread 
profile on another hole in the plate is deformed when this bolt is tightened. 
At the time of tightening the bolt into the hole with a deformed thread or vice versa, force is 
required. 
In good repair or condition, the bolt should be screwed into the hole without applying force from 
the hand. 
In the case of excessive and repeated amplification at the moment of bolt twisting into a hole 
with a deformed thread or vice versa, the thread profiles in the plate holes receive significant 
damage (the thread threads stretch or break off). In this case, to install the threaded bushings. 
 

The total number of injection molding machines on which technologies of repair, restoration or 
new tapped holes were worked out - 17 machines. 

The total number of threaded holes made on injection molding machines, more than 500. 

Technologies for repairing, restoring, or performing new threaded holes are well established. 

We serve plastic injection machines. Our customers:  

"KP Plastics Processing Association”;   "LTO-PLAST";  

  

The term of consideration of the application, two working days.  
For the preparation of equipment and tools, information on the size of the holes, the thread 
pitch, the thread length, the number of repaired, restored or new threaded holes and the model 
of the repaired plastic molding machine are required. 
Also our specialist can be sent to your production to determine the required parameters and 

familiarity with the equipment being repaired. 

Detailed information and video we can be found on the Metallrent.ru page in the “Services” 
section. Also information available in Englisch. 
 
 
Looking forward to your questions and suggestions. 
Sincerely.  
 
Bedin Denis.    


